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use of water as the energy source
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REMKO THE SYSTEM PROVIDER

HEAT
Mobile hot air heating systems
Stationary hot air heating systems

AIR-CONDITIONING
Air-conditioners  
Chilled water air-conditioning systems

NEW ENERGIES
Heat pumps
Modular power houses

DEHUMIDIFICATION
Dehumidifiers  
High-performance fans

About REMKO

REMKO is a globally active company for heating and air-conditio-
ning technology. Our highly efficient product range comprises hot 
air heating systems, dehumidifiers, air-conditioning systems and 
air-conditioners, as well as future-looking heat pumps. Since 1976, 
we have grown consistently with the requirements of our custo-
mers as a medium-sized company. Extensive experience, innova-
tive product development and reliable service are our strengths 
when it comes to needs-based solutions in the areas of heating, 
air-conditioning and dehumidifying.

Our quality claim

With our products, we do not orient ourselves on existing solu-
tions, but rather we develop and implement our own innovative 
technical concepts. In the process, our high quality standards for 
our products has been the foundation of REMKO's success for 
over 40 years. In cooperation with recognised testing institutes, 
all REMKO products are tested on our in-house test stands 
according to the latest European standards. Certificates confirm 
our sustainable quality assurance system.

Services

With our CheckServ offering and a well-developed network of 
qualified expert partners, we guarantee competent consultation 
and reliable support. From planning to installation and subsequent 
maintenance, we are available to our customers as a reliable contact 
partner at all times. If a malfunction occurs, our emergency service 
team is happy to help.

Spare part service

In addition to accessory articles, REMKO offers spare parts for all its 
products that the customer can order conveniently online.  
The spare part search can also be used to find spare parts for older 
models. The quickest possible delivery is naturally part of the service 
provided by REMKO.  
https://www.remko.de/en/spare-part-search/
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REMKO AQUA-MULTIFLEX
The new dimension in air-conditioning technology  
Environmentally-friendly and flexible

Environment-friendly due to 
water as the energy source

In the piping between the chiller 
and the indoor units, water 
flows as a cooling or a heating 
medium. In comparison with 
conventional systems, there are 
no refrigerants in the rooms 
being air-conditioned. Refrige-
rant is only present in the sealed 
circuit of the chiller. And that 
is up to 80% less than in the 
case of conventional refrigerant 
systems thanks to state-of-the-
art technology.

Cold-water air-conditioning systems in use

The comfort air-conditioning of larger buildings is an important area 
of application for chilled-water air-conditioning systems. In addition, 
they are used commercially wherever waste heat arises and must be 
dissipated. This includes production processes in the automobile and 
food industry, for example. 

Chillers are used to cool machines, computers or MRI machines in 
hospitals and generate suitable temperature for the storage of food 
and other goods.

Compliance with the Eco-Design Directive (2009/125/EC)

To comply with the objectives required by the European Union, 
energetic requirements are placed on products in a variety of areas. 
Here, Regulation (EU) 2016/2281 (LOT 21) regulates minimum 
requirements on chillers. The chillers of REMKO correspond with 
the pertinent energetic requirements of the Eco-Design Directi-
ve, therefore contributing not inconsiderably to the reduction of 
harmful emissions connected to the consumption of energy. At the 
same time, the efficiency optimised operation of the unit leads to a 
reduction in the operating costs for the customer.

How it functions

A hermetically closed refrigeration 
circuit with environment-friendly refri-
gerant provides for the cooling of the 
medium circuit. A circulation pump de-
livers the cooled medium continuously 
to the indoor units.

	■ Office buildings 

	■ Shopping centres

	■ Clinics

	■ Hotels

Chillers

Summer- 
winter 

switchover 

Heat  
exchanger

Indoor unit 
(cabinet unit)

Indoor unit 
(ceiling cas-
sette)

Boiler
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AC

-49% 

 

EC

Simple installation 

The chiller is set up outside. Due to the robust construction, a long 
service live of the units is guaranteed. 

The installation can be implemented quickly and easily by corres-
ponding specialist companies. Numerous adaptation options in the 
selection of the device permit tailored solutions for various areas 
of application. The connection of the indoor units saves time and 
can be performed without effort. The units are flexible and can be 
mounted on the floor, on the wall, or also beneath the ceiling. 

Sustainability

Resources are saved using state-of-the-art components as electricity 
costs are reduced considerably in comparison with conventional 
units.

Optimised unit parameters

Through the adaptation of all operating parameters and compo-
nents used, the processes in the refrigeration and hydraulic circuits 
are optimally adapted to each other, thereby guaranteeing stable 
control behaviour under all operating conditions. 

EC fans

The state-of-the-art, infinite-
ly variable fan motors adapt 
the fan speed exactly to the 
respective cooling requirement. 
In addition to a reduction of the 
operating costs, a higher control 
comfort is achieved. EC fans 
have 49% higher savings than 
AC axial fans

Comfortable regulation

Just like the automatic air-conditioning system in a car, the controller 
ensures a constant room temperature. Depending on the indoor unit 
used, various control options are available, such as a unit control 
panel, a room temperature controller, or an infrared remote control. 
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AMX 1804 series 

         

Chiller 
RVS 180 DC 20,0 kW

Type Cooling 
capacity

Wall-mounted unit  
WLT 50 EC series + 4,9 kW

Wall-mounted unit  
WLT 50 EC series + 4,9 kW

Wall and ceiling chests 
KWK 455 series + 4,5 kW

Wall and ceiling chests 
KWK 535 series + 5,4 kW

Overall cooling capa-
city of indoor units = 19,7 kW

Go Green

The flexible complete system
AQUA-MULTIFLEX SYSTEMS

AQUA-MULTIFLEX AIR-CONDITIONING SYSTEMS

Free combination of indoor units – at a system price

To air-condition your rooms, you cam determine the necessary 
overall cooling capacity and combine all Aqua-Multiflex indoor units 
completely as you wish at an attractive system price.

Calculate once, save twice – here’s how

The overall cooling capacity of the selected indoor units should correspond to or lie only slightly above that of the Aqua-Multiflex  
air-conditioning system.

Sample calculation 1
10 kW overall cooling capacity with 3 indoor units

Sample calculation 2 
20 kW overall cooling capacity with 4 indoor units

AMX 803 series 

      

Chiller 
RVS 80 DC 10,0 kW

Type Cooling 
capacity

Ceiling cassette  
KWD 35 series + 3,3 kW

Ceiling cassette  
KWD 35 series + 3,3 kW

Wall-mounted unit  
WLT 30 EC series + 2,8 kW

Overall cooling capa-
city of indoor units = 9,4 kW
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AQUA-MULTIFLEX air-conditioning systems  

ErP
2018 Go Green

FREE
For each Aqua-Multiflex 
air-conditioning system, 
you will obtain a vibration 
damper set free of charge!

AQUA-MULTIFLEX SYSTEMS
Environment-friendly cooling with water as the energy source

	■ Environment-friendly due to the use of water as  
the energy source

	■ Easy installation by HVAC specialist

	■ Powerful pumps make long pipelines possible

	■ No refrigerant in the building

	■ All indoor units can be freely combined within the package

AQUA-MULTIFLEX AIR-CONDITIONING SYSTEMS 

The flexible complete system

Aqua-Multiflex air-conditioning systems are a particularly environ-
ment-friendly and future-proof way to cool buildings. Since it is a 
water-guided system, installation can be carried out without exten-
sive cooling system work. Aqua-Multiflex air-conditioning systems 
are available as complete packages in various output sizes, with 2 
to 6 indoor units alternatively. In the process, all indoor units can be 
freely combined within the package. Your advantage: You obtain an 
individual, complete package at an attractive fixed price!

Refrigerant

REMKO AMX SERIES

The right package for every cooling capacity

Determine the overall cooling capacity and number of required indoor units. Then select the right packaging consisting of the cold water 
generator and several indoor units. All indoor units can be freely combined within the package.

AMX 503 series

          
3 indoor units at buyer‘s 
option + cold water  
generator RVS 50 DC

Ref. no. 1680503

AMX 803 series

          
3 indoor units at buyer‘s 
option + cold water 
generator RVS 80 DC

Ref. no. 1680803

AMX 1304 series

             
4 indoor units at buyer‘s 
option + cold water  
generator RVS 130 DC

Ref. no. 1681304

AMX 1805 series

                
5 indoor units at buyer‘s 
option + cold water  
generator RVS 180 DC

Ref. no. 1681805

AMX 804 series

             
4 indoor units at buyer‘s 
option + cold water  
generator RVS 80 DC

Ref. no. 1680804

AMX 1305 series

                
5 indoor units at buyer‘s 
option + cold water  
generator RVS 130 DC

Ref. no. 1681305

AMX 1806 series

                   
6 indoor units at buyer‘s 
option + cold water  
generator RVS 180 DC

Ref. no. 1681806

AMX 502 series

      

2 indoor units at buyer‘s 
option + cold water  
generator RVS 50 DC

Ref. no. 1680502

AMX 802 series

      

2 indoor units at buyer‘s 
option + cold water  
generator RVS 80 DC

Ref. no. 1680802

AMX 1303 series

         

3 indoor units at buyer‘s 
option + cold water  
generator RVS 130 DC

Ref. no. 1681303

AMX 1804 series

            

4 indoor units at buyer‘s 
option + cold water  
generator RVS 180 DC

Ref. no. 1681804

5,6 kW 
Overall cooling capacity

10,0 kW 
Overall cooling capacity

14,5 kW 
Overall cooling capacity

20,0 kW 
Overall cooling capacity



9

AMX 2206 series

                   
6 indoor units at buyer‘s 
option + cold water  
generator RVS 220 DC

Ref. no. 1682206

AMX 2606 series

                   
6 indoor units at buyer‘s 
option + cold water  
generator RVS 260 DC

Ref. no. 1682606

AMX 2207 series

                
7 indoor units at buyer‘s 
option + cold water  
generator RVS 220 DC

Ref. no. 1682207

AMX 2608 series

           
8 indoor units at buyer‘s 
option + cold water  
generator RVS 260 DC

Ref. no. 1682608

AMX 2607 series

                
7 indoor units at buyer‘s 
option + cold water  
generator RVS 260 DC

Ref. no. 1682607

AMX 2205 series

                
5 indoor units at buyer‘s 
option + cold water  
generator RVS 220 DC

Ref. no. 1682205

AMX 2605 series

                
5 indoor units at buyer‘s 
option + cold water  
generator RVS 260 DC

Ref. no. 1682605
22,0 kW 
Overall cooling capacity

26,0 kW 
Overall cooling capacity

The accessories required for the complete system must be ordered  
separately  |  www.remko.de

AQUA-MULTIFLEX indoor units 

Combine REMKO indoor door units compatible with your  
AQUA-MULTIFLEX air-conditioning system

Wall-mounted units,  
WLT EC series

Unit type Cooling capacity
WLT 30 EC 2,8 kW
WLT 40 EC 3,7 kW
WLT 50 EC 4,9 kW
WLT 60 EC 6,1 kW

Ceiling cassettes, 
KWD series

Unit type Cooling capacity
KWD 25 2,7 kW
KWD 35 3,3 kW
KWD 45 4,3 kW
KWD 55 5,4 kW

Ceiling chests for installation into 
false ceilings, KWK ZW series

Unit type Cooling capacity
KWK 125 ZW 1,2 kW
KWK 165 ZW 1,6 kW
KWK 205 ZW 2,1 kW
KWK 255 ZW 2,5 kW
KWK 305 ZW 3,1 kW
KWK 355 ZW 3,5 kW
KWK 455 ZW 4,5 kW
KWK 535 ZW 5,4 kW
KWK 595 ZW 5,9 kW

Wall and ceiling chests,  
KWK (DM) series

Unit type Cooling capacity
KWK 125 1,2 kW
KWK 165 1,6 kW
KWK 205 2,1 kW
KWK 255 2,5 kW
KWK 305 3,1 kW
KWK 355 3,5 kW
KWK 455 4,5 kW
KWK 535 5,4 kW
KWK 595 5,9 kW

NEW

NEW

Available from June 2020 Available from June 2020
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AQUA-MULTIFLEX Klimasysteme

FREE
For each Aqua-Multiflex 
air-conditioning system, 
you will obtain a vibration 
damper set free of charge!

Go Green

ErP
2021

REMKO RVS DC SERIES

Refrigerant

Cabled remote control 
For the operation of the chiller, 
polling of operating states and 
sensor values, diagnosis of error 
messages and the polling and 
setting of set values.

Ref. no.

1657229

External mains switch  
As a main or repair switch for a 
chiller.

Ref. no.

1611485

Vibration damper set  
For chillers, required quantity 
included in the set.

Ref. no.

1655161

Glycol concentrate  
Ethylene glycol concentrate in disposa-
ble barrel to ensure frost protection in 
the medium circuit. Recommendation: 
34% glycol, 66% water

Ref. no.

20 l canister 1611414

210 l drum 1611415

REMKO RVS DC SERIES

With inverter technology

The units of the RVS 50-260 DC series, with an output range bet-
ween 4.7 and 26.0 kW, are particularly quiet, air-cooled chillers for 
outdoor installation. Due to the standard heat pump function, the 
units can be used for both cooling and heating. 

During cooling, the application limits of the units lie at -15 °C, 
whereby the units are also suitable for process applications that 
have to be cooled throughout the year. Both the inverter condenser 
used and the infinitely variable expansion valve guarantee a needs-
based adaptation of the cooling capacity to the pertinent application 
conditions.  

	■ Variable power control thanks to the inverter condenser and  
electronic expansion valve

	■ Floating switch contacts for integration into a building control system

	■ State-of-the-art touchpad in an IP54 housing for easy operation

	■ Application of cooling mode up to -15 °C in the standard version

	■ Heating operation thanks to EVI injection down to -30°C outside 
temperature (RVS 220-260 C)

	■ Low temperature version for low inlet temperatures  
optionally available

	■ Units ErP-compliant according to the changes of  
Eco-Design Directive

In addition, the units have state-of-the-art, energy-efficient EC 
fans in the standard version. These fans provide considerable cost 
savings in comparison with conventional AC technology, especially 
in the partial load range. The interaction from the optimisation of 
the heat exchanger surfaces, use of highly efficient components and 
the optimisation of all operation-related system parameters ensures 
that the units have a very high degree of efficiency and therefore 
correspond with the high energetic requirements of the Eco-Design 
Directive.

In addition, the devices are available in a special low-temperature 
version in which particularly low medium inlet temperatures of -2 °C 
can be implemented.
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Technical data  
Unit type RVS 50 DC RVS 80 DC RVS 130 DC RVS 180 DC RVS 220 DC RVS 260 DC
Cooling capacity 1) kW 4.7 (1.6-5.6) 7.6 (2.0-10.0) 13.5 (5.0-14.5) 16.9 (7.0-20.0) 19.3 (8.5-22.0) 22.5 (10.3-26.0)
Heating capacity 2) kW 4.3 (2.0-6.8) 8.5 (2.5-10.8) 12.3 (5.0-17.3) 18.0 (7.0-25.1) 26.0 (9.5-27.3) 28.2 (11.0-31.5)
Energy efficiency size SEER 3.88 4.33 5.01 4.15 4.15 4.15
Annual degree of effective use of room cooling ns,c % 152 170 195 163 163 163
Cooling return temperature adjusting range °C  +10 to +20 / +3 to +20 4)  +7 to +25 / +3 to +20 4)

Heating return temperature adjusting range °C  +30°C to +50°C  +25 to +60
Operating range, cooling °C  -15°C to +45°C  -15 to +45
Operating range, heating °C  -20°C to +52°C  -30 to +43
Number of cooling circuits 1 1 1 1 1 1
Refrigerant R410A R410A R410A R410A R410A R410A
GWP value 2088 2088 2088 2088 2088 2088
Refrigerant filling amount kg 1.7 2.4 3.2 4.4 4.5 5.0
CO2 equivalent t 3.55 5.01 6.68 9.19 9.40 10.44
Compressor, number/type Pcs. 1 / rotary piston 1 / rotary piston 1 / rotary piston 1 / rotary piston 1 / rotary piston 1 / rotary piston
Nominal air flow rate m3/h 3.650 3.650 7.300 8.100 13,000 15,000
Number of fans 1 1 2 2 2 2
Sound pressure level 3) dB(A) 37.3 37.3 41.7 46.2 47.0 48.0
Sound power level dB(A) 68.5 68.5 73.1 77.6 78.0 79.0
Voltage supply V/Ph/Hz 230/1~/50 230/1~/50 230/1~/50 400 / 3~/50 400/3~/50 400/3~/50
Type of protection IP X4 IP X4 IP X4 IP X4 IP X4 IP X4
Electrical nominal power consumption, cooling kW 1.3 2.3 4.5 5.5 7.8 9.0
Electrical nominal current consumption, cooling A 5.6 10.4 20.7 9.5 13.3 14.9
Operating medium Water; max. 35% ethylene glycol; max. 35% propylene glycol
Max. medium operating pressure kPa 600 600 600 600 600 600
Nominal volume flow rate of medium, cooling m3/h 1.0 1.6 2.8 4.2 3.2 3.6
Minimum volume flow rate, medium m3/h 0.62 1.00 1.75 2.63 2.4 2.8
Maximum volume flow rate, medium m3/h 1.68 2.70 4.70 7.00 6.3 7.4
Internal pressure loss kPa 10 24 105 71 126 195
Medium port, inlet " 1 1 1 1/4 1 1/4 1  1/4 1  1/4
Medium port, outlet " 1 1 1 1/4 1 1/4 1  1/2 1  1/2
Height mm 790 910 1320 1592 1600 1600
Width mm 1008 953 996                         1175 1175 1175
Depth mm 463 445 395 400 400 400
Weight kg 95 110 148 219 206 240
Serial colour similar to RAL 9010
Chiller with pump
System pressure available, cooling kPa 51 99 101 150 84 125
Power consumption, pump kW 0.05 0.18 0.5 0.65 0.35 0.50
Current consumption, pump A 0.4 0.7 2.8 1.7 0.56 0.80
1) Air inlet temperature TK 35 °C, medium inlet 12 °C, medium outlet 7 °C, 0% glycol concentration      3) Distance of 10 m in the open air 
2) Air inlet temperature TK 7 °C, medium inlet 45 °C, medium outlet 40 °C, 0% glycol concentration      4) Low-temperature accessories
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Go Green

Ceiling cassette in 2-pipe design with 5-speed fan
REMKO KWD SERIES

REMKO KWD SERIES

Ceiling cassettes in compact European standard grid format

The small design height of the ceiling-mounted cassettes of 258 
and 298 mm allows installation in almost every false ceiling. The 
discharge of air to all four sides ensures even air distribution. The 
copper-aluminium round heat exchangers are designed for medium 
temperatures of up to 70 °C.

The five-speed, adjustable radial fan allows the optimal adaptation 
of the air flow rate to prevailing conditions so that an individual fee-
ling of comfort is considerably improved. Ceiling-mounted cassettes 
are fitted with an internal condensate pump as standard. Optionally, 
fresh air can be blown in, or adjoining rooms can also be cooled.

	■ Elegant solution for ceiling installation

	■ Dimensions in European standard grid format

	■ Quiet operation

	■ Service-friendly device structure

	■ Low height

	■ "Silent" and "Turbo" modes

	■ With infrared remote control

	■ Programmable 24-hour timer function

	■ Air outlet with possible swing function

	■ 5 fan speeds

	■ Installed condensate pump (up to 1000 mmWS)

Regulation

In the KWD unit series, the cooling, heating, ventilation, or de-
humidification modes of the ceiling cassettes can be controlled 
automatically or manually by the operator using an infrared remote 
control. The desired room temperature, activation or deactivation 
time, and the current time can be set easily at the press of a button. 
When several ceiling cassettes are used with a room or building, an 
infrared remote control can be used in an internal network for all 
devices. With a cabled remote control within an internal network, 
each individual ceiling cassette can be individually addressed and 
programmed. The line can be regulated on the medium side using 
the optional three-way valve subassembly or using a valve subas-
sembly that must be adapted to the plant.

Cabled remote control

For surface mounting, operation 
of individual units.  
Group switching of up to a ma-
ximum of 32 units possible.
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Technical data  
Unit type KWD 25 KWD 35 KWD 45 KWD 55
Cooling capacity 1) 2) kW 2.7 3.3 4.3 5.4
Heating capacity 1) 3) kW 3.5 4.3 5.6 6.9
Air flow rate per speed setting m³/h 375/400/420/ 

445/490
395/420/440/ 
490/520

455/500/520/ 
565/650

550/620/665/ 
740/855

Sound pressure level per  
speed setting 4)

dB(A) 27/29/32/ 
34/35

29/31/32/ 
33/35

31/33/35/ 
37/39

34/36/38/ 
40/42

Voltage supply V/Ph/Hz 230/1~/50 230/1~/50 230/1~/50 230/1~/50
Electr. rated power consumption kW 0.04 0.04 0.07 0.09
Electr. rated current consumption A 0.20 0.24 0.35 0.44
Operating medium Water; max. 35% ethylene glycol; max. 35% propylene glycol
Max. operating pressure kPa 1400 1400 1400 1400
Medium connectors Inch 3/4 3/4 3/4 3/4
Rated volume flow rate, medium m³/h 0,53 0.57 0.75 0.84
Rated pressure drop, internal kPa 15.0 18.0 25.0 20.0
Medium volume - register L 1.3 1.3 1.3 1.79
Ceiling cassette dimensions H mm 258 258 258 298
Ceiling cassette dimensions B mm 570 570 570 570
Ceiling cassette dimensions D mm 570 570 570 570
Dimensions of cover H mm 28 28 28 28
Dimensions of cover B mm 650 650 650 650
Dimensions of cover T mm 650 650 650 650
Weight kg 28 28 28 31
Serial colour white, similar to RAL 9003

Ref. no. 1611860 1611862 1611864 1611866
1) Rated volume flow rate of medium; 0% glycol concentration; max. air volume flow rate 
2) Room temperature TK 27°C, FK 19°C; medium inlet 7°C, medium outlet 12°C 
3) Room temperature TK 20°C, FK 14°C; medium inlet 50°C, rated volume flow rate as in cooling operation 
4) Distance of 1 m in the open air

Accessoires  
Unit type KWD 25 KWD 35 KWD 45 KWD 55
Cabled remote control

1611398 1611398 1611398 1611398
Bus connecting line 
For cabled remote control 1611393 1611393 1611393 1611393
Two-way valve assembly  

1611507 1611507 1611507 1611507
Three-way valve assembly  

1611511 1611511 1611511 1611511
Fault message module SB-1

1611506 1611506 1611506 1611506

Accessories  
Unit type KWD 25 KWD 35 KWD 45 KWD 55
Condensate pump KP-5

1613168 1613168 1613168 1613168
Condensate tube, separate 
For condensate pump KP-5 1613097 1613097 1613097 1613097

Two-way valve assembly

For interrupting the medium 
volume flow rate in cooling or 
heating operation.

Fault message module SB-1

With potential-free contact for 
the display of fault messages in 
cooling operation.

KP-5 condensate pump

For draining the condensate that 
occurs.

Three-way valve assembly

For controlling the medium 
volume flow rate in cooling or 
heating mode.
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Go Green

Wall units in 2-pipe design with multifunctional control technology
REMKO WLT EC SERIES

REMKO WLT EC SERIES

Large power range, precise control and extra quiet operation

The WLT EC series is equipped with modern, energy-efficient EC 
fans that guarantee a high degree of efficiency – especially in the 
partial load range. At the same time, the infinitely variable adap-
tation of the speed-controlled fans prevents strong temperature 
fluctuations, thereby guaranteeing optimum climatic comfort. 

With the integrated Silent function, the development of noise can 
be considerably reduced if required. The units are therefore particu-
larly suitable for rooms in which air conditioning should be practi-
cally unnoticeable, for example, in living spaces or offices. 

No additional installation effort arises from the valve subassembly 
already installed in the unit. Depending on the installed pump type 
of the cold-water pipe mains, it is possible to choose between the 
3-way and 2-way valves in the standard version. 

In total, 6 sizes cover the entire power range up to 9.4 kW so that 
the right unit is available for every application.

	■ Particularly low-noise unit operation 

	■ Simple installation above doors or at the top of walls

	■ Removable and easy to clean air filter

	■ Air outlet with adjustable swing function

	■ Integrated 3-way or 2-way valve

	■ Large power range

Control system

The standard version has an infrared remote control for switching 
between cooling, heating, ventilation or dehumidifying modes. With 
this component, the desired room temperature, switch-on or switch-
off time, operation of swing fins and 5 fan speeds can be set. With 
an optional cabled remote control, each individual unit can also be 
operated individually within a group control system. 

Thanks to the Modbus interface integrated into the standard versi-
on, the units can be incorporated into an existing building control 
system. An external enabling contact and potential-free collective 
fault message notification function offer the possibility of actuating 
the units externally and/or polling a pending fault. 

	■ Infrared remote control in the standard version

	■ Programmable 24-hour timer function

	■ Potential-free fault and enabling contacts

	■ Modbus interface RS485 in the standard version

	■ 5 adjustable fan speeds

	■ Infinitely adjustable power adaptation in automatic operation 

Whisper-quiet
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KP-8 condensate pump

For draining the condensate that 
occurs.

Precision room temperature 
controller RR-21.2

Parametrisable regulation for 
surface mounting with various 
additional functions.

Room temperature controller 
R-22.2

For the surface mounting and 
control of the essential unit 
functions.

Cabled remote control

For surface mounting, operation 
of individual units and group 
switching of up to max. 32 units

Technical data  
Unit type WLT 30 EC WLT 40 EC WLT 50 EC WLT 60 EC
Cooling capacity 1) 2) kW 2.8 (0.8 - 2.8) 3.7 (0.8 - 3.7) 4.9 (0.8 - 4.9) 6.1 (0.9 - 6.1)
Heating capacity 1) 3) kW 4.2 (1.2 - 4.2) 4.9 (1.2 - 4.9) 6.4 (1.2 - 6.4) 7.8 (1.3 - 7.8)
Air flow rate per speed setting m³/h 150/360/450/ 

510/560
150/405/480/ 
590/625

150/570/740/ 
910/950

150/705/895/ 
1050/1120

Sound pressure level per speed setting 4) dB(A) 18/33/39/43/45 19/34/38/42/45 18/32/40/46/47 18/35/41/46/47
Voltage supply V/Ph/Hz 230/1~/50 230/1~/50 230/1~/50 230/1~/50
Electr. rated power consumption W 27 31 46 60
Electr. rated current consumption A 0.27 0.29 0.36 0.49
Operating medium Water; max. 35% ethylene glycol; max. 35% propylene glycol
Max. operating pressure kPa 1600
Medium connectors mm 12 12 12 12
Rated flow rate, medium 1) m³/h 0.48 0.64 0.83 1.05
Rated pressure drop, internal kPa 23.1 31.3 31.0 38.4
Medium volume L 2 2 2 2
Condensate drainage connection mm 16 16 16 16
Dimensions - height mm 315 315 315 315
Dimensions - width mm 824 824 1147 1147
Dimensions - depth mm 245 245 245 245
Weight kg 11 12 16 17
Serial colour white white white white
WLT EC with 3-way valve WLT 30-3 EC WLT 40-3 EC WLT 50-3 EC WLT 60-3 EC

Ref. no. 1614830 1614840 1614850 1614860
WLT EC with 2-way valve WLT 30-2 EC WLT 40-2 EC WLT 50-2 EC WLT 60-2 EC

Ref. no. 1614831 1614841 1614851 1614861

1) Rated volume flow rate of medium; 0% glycol concentration; max. air volume flow rate 
2) Room temperature TK 27°C, FK 19°C; medium inlet 7°C, medium outlet 12°C 
3) Room temperature TK 20°C, FK 14°C; medium inlet 50°C, rated volume flow rate as in cooling operation 
4) Distance of 1 m in open air

Accessories  
Unit type WLT 30 EC WLT 40 EC WLT 50 EC WLT 60 EC
Cabled remote control 

1611398 1611398 1611398 1611398
Precision room temperature controller RR-21.2

1611401 1611401 1611401 1611401
Room temperature controller RR-22.2

1611403 1611403 1611403 1611403
Room temperature sensor  
for controllers RR-21 and RR-22 1611380-1 1611380-1 1611380-1 1611380-1
Flow temperature sensor  
for controllers RR-21 and RR-22 1611381-1 1611381-1 1611381-1 1611381-1

Accessories  
Unit type WLT 30 EC WLT 40 EC WLT 50 EC WLT 60 EC
Condensate pump KP-8

1613125 1613125 1613125 1613125
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Wall and ceiling chests in 2-pipe or 4-pipe design
REMKO KWK (DM) SERIES

KWK DM series

KWK seriesREMKO KWK (DM) SERIES

The wall and ceiling chests are characterised by a discreet design

The wall and ceiling cabinets can be used for both vertical installati-
on on the wall or for horizontal installation under the ceiling. They 
are extremely well-suited for installation in offices and meeting 
rooms, banks, business and in private residences.

REMKO wall or ceiling chests are equipped with the latest techno-
logy and offer exceptional flexibility in terms of installation. The 
medium connections are fitted as standard in the housing on the 
left-hand side. The controller can optionally be mounted right on 
the device or on a wall. It is possible for the connections and cont-
rols to exchange sides. The standard colour of the elegant housing is 
white, and the outlet grille is finished in white plastic. The air passes 
through a reclaimable filter in the unit. An extremely low-noise 
three-stage tangential fan provides impeccable air distribution and 
maximises vent output. The copper-aluminium register is designed 
for medium temperatures of up to 80°C. The unit can easily be 
upgraded to a 4-pipe system through the installation of a heating 
register.

	■ The ideal solution for optically discreet air conditioning

	■ Quiet operation

	■ Simple equipping of the unit in a 4-pipe design

	■ For horizontal and vertical installation

Technical data  
Unit type KWK 125 (DM) KWK 165 (DM) KWK 205 (DM) KWK 255 (DM) KWK 305 (DM) KWK 355 (DM) KWK 455 (DM) KWK 535 (DM) KWK 595 (DM)
Cooling capacity 1) 2) kW 1.20 1.63 2.09 2.51 3.08 3.51 4.54 5.35 5.92
Heating capacity 1) 3) kW 1.49 2.02 2.42 2.87 3.47 4.03 4.95 5.77 6.27
Air flow rate per speed setting m³/h 120/200/260 140/220/290 190/290/370 210/320/410 280/390/490 310/420/530 400/570/730 430/610/780 420/630/870
Sound pressure level per speed setting 4) dB(A) 17/25/32 17/25/32 23/31/39 23/31/39 21/27/33 21/27/33 26/34/42 26/34/42 24/33/43
Voltage supply V/Ph/Hz 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50
Rated power consumption 1) W 35 39 47 51 59 71 97 107 120
Rated current consumption 1) A 0.15 0.17 0.20 0.22 0.26 0.31 0.42 0.47 0.52
Operating medium Water; max. 35% ethylene glycol; max. 35% propylene glycol
Max. operating pressure kPa 1500 1500 1500 1500 1500 1500 1500 1500 1500
Medium connectors, cooling register Zoll 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2
Rated flow volume, medium cooling 2)/heating 3) m³/h 0.21/0.26 0.28/0.35 0.36/0.42 0.43/0.49 0.53/0.60 0.60/0.69 0.78/0.87 0.92/0.99 1.02/1.08
Rated pressure drops, medium cooling 2)/heating 3) kPa 10.5/13.0 13.3/16.5 15.3/17.7 17.3/19.7 18.6/20.9 19.9/22.9 20.2/22.5 22.6/24.3 22.6/24.0
Medium volume L 0.7 0.7 1.0 1.0 1.4 1.4 1.7 1.7 2.0
Dimensions height mm 477 477 477 477 477 477 477 477 477
Dimensions width mm 670 670 870 870 1070 1070 1270 1270 1470
Dimensions depth mm 220 220 220 220 220 220 220 220 220
Serial colour similar to RAL 9010
Weight of KWK kg 13.5 14.0 16.4 17.2 22.5 23.5 26.0 27.5 30.0
Weight of KWK DM kg 14.7 15.2 18.0 18.8 24.5 25.5 28.4 29.9 32.8
KWK chest unit for wall/floor mounting
Ref. no. 1664100 1664110 1664120 1664130 1664140 1664150 1664160 1664170 1664180
KWK DM chest unit for ceiling mounting
Ref. no. 1664200 1664210 1664220 1664230 1664240 1664250 1664260 1664270 1664280
1) Rated volume flow rate of medium; 0% glycol concentration; max. air volume flow rate 
2) Room temperature TK 27 °C, FK 19 °C, medium inlet 7 °C, medium outlet 12 °C 
3) Room temperature TK 20  °C, FK 14 °C, medium inlet 45 °C, medium outlet 40 °C 
4) Measured in 100 m3 room with a reverberation period of 0.3 seconds, distance 1.0 m



17

Technical data  
Unit type KWK 125 (DM) KWK 165 (DM) KWK 205 (DM) KWK 255 (DM) KWK 305 (DM) KWK 355 (DM) KWK 455 (DM) KWK 535 (DM) KWK 595 (DM)
Cooling capacity 1) 2) kW 1.20 1.63 2.09 2.51 3.08 3.51 4.54 5.35 5.92
Heating capacity 1) 3) kW 1.49 2.02 2.42 2.87 3.47 4.03 4.95 5.77 6.27
Air flow rate per speed setting m³/h 120/200/260 140/220/290 190/290/370 210/320/410 280/390/490 310/420/530 400/570/730 430/610/780 420/630/870
Sound pressure level per speed setting 4) dB(A) 17/25/32 17/25/32 23/31/39 23/31/39 21/27/33 21/27/33 26/34/42 26/34/42 24/33/43
Voltage supply V/Ph/Hz 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50
Rated power consumption 1) W 35 39 47 51 59 71 97 107 120
Rated current consumption 1) A 0.15 0.17 0.20 0.22 0.26 0.31 0.42 0.47 0.52
Operating medium Water; max. 35% ethylene glycol; max. 35% propylene glycol
Max. operating pressure kPa 1500 1500 1500 1500 1500 1500 1500 1500 1500
Medium connectors, cooling register Zoll 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2
Rated flow volume, medium cooling 2)/heating 3) m³/h 0.21/0.26 0.28/0.35 0.36/0.42 0.43/0.49 0.53/0.60 0.60/0.69 0.78/0.87 0.92/0.99 1.02/1.08
Rated pressure drops, medium cooling 2)/heating 3) kPa 10.5/13.0 13.3/16.5 15.3/17.7 17.3/19.7 18.6/20.9 19.9/22.9 20.2/22.5 22.6/24.3 22.6/24.0
Medium volume L 0.7 0.7 1.0 1.0 1.4 1.4 1.7 1.7 2.0
Dimensions height mm 477 477 477 477 477 477 477 477 477
Dimensions width mm 670 670 870 870 1070 1070 1270 1270 1470
Dimensions depth mm 220 220 220 220 220 220 220 220 220
Serial colour similar to RAL 9010
Weight of KWK kg 13.5 14.0 16.4 17.2 22.5 23.5 26.0 27.5 30.0
Weight of KWK DM kg 14.7 15.2 18.0 18.8 24.5 25.5 28.4 29.9 32.8
KWK chest unit for wall/floor mounting
Ref. no. 1664100 1664110 1664120 1664130 1664140 1664150 1664160 1664170 1664180
KWK DM chest unit for ceiling mounting
Ref. no. 1664200 1664210 1664220 1664230 1664240 1664250 1664260 1664270 1664280
1) Rated volume flow rate of medium; 0% glycol concentration; max. air volume flow rate 
2) Room temperature TK 27 °C, FK 19 °C, medium inlet 7 °C, medium outlet 12 °C 
3) Room temperature TK 20  °C, FK 14 °C, medium inlet 45 °C, medium outlet 40 °C 
4) Measured in 100 m3 room with a reverberation period of 0.3 seconds, distance 1.0 m
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Wall and ceiling chests in 2-pipe or 4-pipe design
REMKO KWK (DM) SERIES

Wall/ceiling chests  
Unit type KWK 125 (DM) KWK 165 (DM) KWK 205 (DM) KWK 255 (DM) KWK 305 (DM) KWK 355 (DM) KWK 455 (DM) KWK 535 (DM) KWK 595 (DM)
KWK chest unit for wall/upright installation 1664100 1664110 1664120 1664130 1664140 1664150 1664160 1664170 1664180
KWK DM chest unit for ceiling installation 1664200 1664210 1664220 1664230 1664240 1664250 1664260 1664270 1664280

Accessories  
Regulation
Built-in controller RR-15 1665001 1665001 1665001 1665001 1665001 1665001 1665001 1665001 1665001
Built-in controller RR-16 1665002 1665002 1665002 1665002 1665002 1665002 1665002 1665002 1665002
Built-in controller RR-17 1665003 1665003 1665003 1665003 1665003 1665003 1665003 1665003 1665003
Precision room temperature controller RR-21 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396
Room temperature controller RR-22 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397
Room temperature sensor for RR-21 and RR-22 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1
Flow temperature sensor for RR-21 and RR-22 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1
Switching relay SR-1 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105

Valve assemblies, 2-pipe system
Two-way, vert. wall installation 1665020 1665020 1665020 1665020 1665020 1665020 1665020 1665020 1665020
Two-way, horiz. ceiling installation (KWK DM) 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025
Three-way, vert. wall installation 1665010 1665010 1665010 1665010 1665010 1665010 1665010 1665010 1665010
Three-way, horiz. ceiling installation (KWK DM) 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015

Valve assemblies, 4-pipe system
Two-way, vert. wall installation 1665040 1665040 1665040 1665040 1665040 1665040 1665040 1665040 1665040
Two-way, horiz. ceiling installation (KWK DM) 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045
Three-way, vert. wall installation 1665030 1665030 1665030 1665030 1665030 1665030 1665030 1665030 1665030
Three-way, horiz. ceiling installation (KWK DM) 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035

Other accessories
Condensate pump, vertical 1665050 1665050 1665050 1665050 1665050 1665050 1665050 1665050 1665050
Condensate pump, horizontal (KWK DM) 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051
Air inlet socket 1665130 1665130 1665131 1665131 1665132 1665132 1665133 1665133 1665134
Stand support 1665120 1665120 1665120 1665120 1665120 1665120 1665120 1665120 1665120
Connecting line, flexible, 100 mm, 2-pipe 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125
Connecting line, flexible, 200 mm, 2-pipe 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126
Connecting line, flexible, 100 mm, 4-pipe 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127
Connecting line, flexible, 200 mm, 4-pipe 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128
Heating register, 4-pipe system 1665175 1665175 1665176 1665176 1665177 1665177 1665178 1665178 1665179
Fault message module SB-1 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506

Switching relay SR-1

For the operation and control 
of a maximum of four indoor 
units using a room temperature 
controller in a group control. 

Built-in controller RR-17

With digital display of actual 
and set temperature, as well as 
various adjustment options.

Built-in controller RR-16

For setting the operating mode 
and choosing between 3 fan 
speeds and automatic mode.

Built-in controller RR-15

For setting the operating mode 
and choosing between 3 fan 
speeds.

Precision room temperature 
controller RR-21

Parametrisable regulation for 
surface mounting with various 
additional functions.

Air inlet socket 

With air inlet grid for the optical 
disguising of the air inlet area.

Stand support 

For mounting to the bottom of 
the unit when erecting the unit 
on the floor.

Room temperature controller 
RR-22

For the surface mounting and 
control of the essential unit 
functions.
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Wall/ceiling chests  
Unit type KWK 125 (DM) KWK 165 (DM) KWK 205 (DM) KWK 255 (DM) KWK 305 (DM) KWK 355 (DM) KWK 455 (DM) KWK 535 (DM) KWK 595 (DM)
KWK chest unit for wall/upright installation 1664100 1664110 1664120 1664130 1664140 1664150 1664160 1664170 1664180
KWK DM chest unit for ceiling installation 1664200 1664210 1664220 1664230 1664240 1664250 1664260 1664270 1664280

Accessories  
Regulation
Built-in controller RR-15 1665001 1665001 1665001 1665001 1665001 1665001 1665001 1665001 1665001
Built-in controller RR-16 1665002 1665002 1665002 1665002 1665002 1665002 1665002 1665002 1665002
Built-in controller RR-17 1665003 1665003 1665003 1665003 1665003 1665003 1665003 1665003 1665003
Precision room temperature controller RR-21 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396
Room temperature controller RR-22 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397
Room temperature sensor for RR-21 and RR-22 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1
Flow temperature sensor for RR-21 and RR-22 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1
Switching relay SR-1 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105

Valve assemblies, 2-pipe system
Two-way, vert. wall installation 1665020 1665020 1665020 1665020 1665020 1665020 1665020 1665020 1665020
Two-way, horiz. ceiling installation (KWK DM) 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025
Three-way, vert. wall installation 1665010 1665010 1665010 1665010 1665010 1665010 1665010 1665010 1665010
Three-way, horiz. ceiling installation (KWK DM) 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015

Valve assemblies, 4-pipe system
Two-way, vert. wall installation 1665040 1665040 1665040 1665040 1665040 1665040 1665040 1665040 1665040
Two-way, horiz. ceiling installation (KWK DM) 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045
Three-way, vert. wall installation 1665030 1665030 1665030 1665030 1665030 1665030 1665030 1665030 1665030
Three-way, horiz. ceiling installation (KWK DM) 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035

Other accessories
Condensate pump, vertical 1665050 1665050 1665050 1665050 1665050 1665050 1665050 1665050 1665050
Condensate pump, horizontal (KWK DM) 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051
Air inlet socket 1665130 1665130 1665131 1665131 1665132 1665132 1665133 1665133 1665134
Stand support 1665120 1665120 1665120 1665120 1665120 1665120 1665120 1665120 1665120
Connecting line, flexible, 100 mm, 2-pipe 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125
Connecting line, flexible, 200 mm, 2-pipe 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126
Connecting line, flexible, 100 mm, 4-pipe 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127
Connecting line, flexible, 200 mm, 4-pipe 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128
Heating register, 4-pipe system 1665175 1665175 1665176 1665176 1665177 1665177 1665178 1665178 1665179
Fault message module SB-1 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506

Two-way valve assemblies, 
2-pipe system

For controlling the medium 
volume flow rate in cooling or 
heating mode.

Three-way valve assembly, 
2-pipe system

For controlling the medium 
volume flow rate in cooling or 
heating mode.

Two-way valve assemblies, 
4-pipe system

For controlling the medium 
volume flow rate in cooling and 
heating mode.

Three-way valve assembly, 
4-pipe system

For controlling the medium 
volume flow rate in cooling and 
heating mode.

Connecting line, flexible

Extendable stainless steel corru-
gated tube in flat-sealing design 
for flexible connection of the 
indoor units.

Fault message module SB-1

With potential-free contact for 
the display of fault messages in 
cooling operation.

Condensate pump, horizontal

Built-in condensate pump for di-
spersing the condensate in case 
of units for ceiling installation.

Condensate pump, vertical

Built-in condensate pump for 
dispersing the condensate in 
case of units for wall/upright 
installation.
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Ceiling chests in 2-pipe or 4-pipe design  
for installation into false ceilings

REMKO KWK ZW SERIES

REMKO KWK ZW SERIES

Ceiling chests for niche installation

The optimum, invisible solution for offices, banks or hotels because 
of its small installation height. The rectangular device air outlet is 
designed to accommodate adjustable air outlet grilles for an indivi-
dual distribution of air. The air is filtered in the unit's air intake with 
a reclaimable plug-in filter. The internal tangential fan allows mul-
tiple airflow settings. The diagonally fitted copper-aluminium heat 
exchanger is designed for cooling medium temperatures of up to 
80°C. The unit can easily be upgraded to a 4-pipe system through 
the installation of a heating register. The register connections can 
be mounted on either side of the unit in a condensate-insulated 
housing. A valve assembly for 2- and 4-pipe systems are available as 
accessories for cooling control.

	■ Invisible mounting in intermediate spaces

	■ Low installation height

	■ Can be positioned flexibly

	■ Minimum weight

	■ User-friendly control

	■ Quiet operation

	■ Particularly narrow dimensions

	■ Simple equipping of the unit in a 4-pipe design

	■ For horizontal installation arrangement

Technical data  
Unit type KWK 125 ZW KWK 165 ZW KWK 205 ZW KWK 255 ZW KWK 305 ZW KWK 355 ZW KWK 455 ZW KWK 535 ZW KWK 595 ZW
Cooling capacity 1) 2) kW 1.20 1.63 2.09 2.51 3.08 3.51 4.54 5.35 5.92
Heating capacity 1) 3) kW 1.49 2.02 2.42 2.87 3.47 4.03 4.95 5.77 6.27
Air flow rate per speed setting m³/h 120/200/260 140/220/290 190/290/370 210/320/410 280/390/490 310/420/530 400/570/730 430/610/780 420/630/870
Sound pressure level per speed setting 4) dB(A) 17/25/32 17/25/32 23/31/39 23/31/39 21/27/33 21/27/33 26/34/42 26/34/42 24/33/43
Voltage supply V/Ph/Hz 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50
Rated power consumption 1) W 35 39 47 51 59 71 97 107 120
Rated current consumption 1) A 0.15 0.17 0.20 0.22 0.26 0.31 0.42 0.47 0.52
Operating medium Water; max. 35% ethylene glycol; max. 35% propylene glycol
Max. operating pressure kPa 1500 1500 1500 1500 1500 1500 1500 1500 1500
Medium connectors, cooling register Inch 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2
Rated flow volume, medium cooling 2)/heating 3) m³/h 0.21/0.26 0.28/0.35 0.36/0.42 0.43/0.49 0.53/0.60 0.60/0.69 0.78/0.87 0.92/0.99 1.02/1.08
Rated pressure drops, medium cooling 2)/heating 3) kPa 10.5/13.0 13.3/16.5 15.3/17.7 17.3/19.7 18.6/20.9 19.9/22.9 20.2/22.5 22.6/24.3 22.6/24.0
Medium volume L 0.7 0.7 1.0 1.0 1.4 1.4 1.7 1.7 2.0
Dimensions height mm 215 215 215 215 215 215 215 215 215
Dimensions width mm 545 545 745 745 945 945 1145 1145 1345
Dimensions depth mm 450 450 450 450 450 450 450 450 450
Weight kg 11.1 11.6 13.9 14.7 19.9 20.9 23.3 24.8 27.2

Ref. no. 1664300 1664310 1664320 1664330 1664340 1664350 1664360 1664370 1664380
1) Rated volume flow rate of medium; 0% glycol concentration; max. air volume flow rate 
2) Room temperature TK 27 °C, FK 19 °C, medium inlet 7 °C, medium outlet 12 °C 
3) Room temperature TK 20 °C, FK 14 °C, medium inlet 45 °C, medium outlet 40 °C 
4) Measured in 100 m3 room with a reverberation period of 0.3 seconds, distance 1.0 m
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Technical data  
Unit type KWK 125 ZW KWK 165 ZW KWK 205 ZW KWK 255 ZW KWK 305 ZW KWK 355 ZW KWK 455 ZW KWK 535 ZW KWK 595 ZW
Cooling capacity 1) 2) kW 1.20 1.63 2.09 2.51 3.08 3.51 4.54 5.35 5.92
Heating capacity 1) 3) kW 1.49 2.02 2.42 2.87 3.47 4.03 4.95 5.77 6.27
Air flow rate per speed setting m³/h 120/200/260 140/220/290 190/290/370 210/320/410 280/390/490 310/420/530 400/570/730 430/610/780 420/630/870
Sound pressure level per speed setting 4) dB(A) 17/25/32 17/25/32 23/31/39 23/31/39 21/27/33 21/27/33 26/34/42 26/34/42 24/33/43
Voltage supply V/Ph/Hz 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50 230/1~/50
Rated power consumption 1) W 35 39 47 51 59 71 97 107 120
Rated current consumption 1) A 0.15 0.17 0.20 0.22 0.26 0.31 0.42 0.47 0.52
Operating medium Water; max. 35% ethylene glycol; max. 35% propylene glycol
Max. operating pressure kPa 1500 1500 1500 1500 1500 1500 1500 1500 1500
Medium connectors, cooling register Inch 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2
Rated flow volume, medium cooling 2)/heating 3) m³/h 0.21/0.26 0.28/0.35 0.36/0.42 0.43/0.49 0.53/0.60 0.60/0.69 0.78/0.87 0.92/0.99 1.02/1.08
Rated pressure drops, medium cooling 2)/heating 3) kPa 10.5/13.0 13.3/16.5 15.3/17.7 17.3/19.7 18.6/20.9 19.9/22.9 20.2/22.5 22.6/24.3 22.6/24.0
Medium volume L 0.7 0.7 1.0 1.0 1.4 1.4 1.7 1.7 2.0
Dimensions height mm 215 215 215 215 215 215 215 215 215
Dimensions width mm 545 545 745 745 945 945 1145 1145 1345
Dimensions depth mm 450 450 450 450 450 450 450 450 450
Weight kg 11.1 11.6 13.9 14.7 19.9 20.9 23.3 24.8 27.2

Ref. no. 1664300 1664310 1664320 1664330 1664340 1664350 1664360 1664370 1664380
1) Rated volume flow rate of medium; 0% glycol concentration; max. air volume flow rate 
2) Room temperature TK 27 °C, FK 19 °C, medium inlet 7 °C, medium outlet 12 °C 
3) Room temperature TK 20 °C, FK 14 °C, medium inlet 45 °C, medium outlet 40 °C 
4) Measured in 100 m3 room with a reverberation period of 0.3 seconds, distance 1.0 m
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Präzisions-Raumtemperatur-
Regelung RR-21

Parametrierbare Regelung für 
Aufputzmontage mit diversen 
Zusatzfunktionen.

Kanalwinkel, Lufteintritt

Für Lufteintritt, 90°.

Segeltuchstutzen, Lufteintritt

Elastisches Verbindungsstück  
zur Körperschallentkopplung.

Segeltuchstutzen, Luftaustritt

Elastisches Verbindungsstück  
zur Körperschallentkopplung.

Kanalwinkel, Luftaustritt

Für Luftaustritt, 90°.

Raumtemperatur-Regelung 
RR-22

Für Aufputzmontage und 
Regelung der wesentlichen 
Gerätefunktionen.

Schaltrelais SR-1

Zur Bedienung und Regelung 
von max. 4 Innengeräten über 
eine Raumtemperatur-Regelung 
in einer Gruppensteuerung. 

Störmeldebaustein SB-1

Mit potentialfreiem Kontakt für 
die Anzeige von Störmeldungen 
im Kühlbetrieb.

REMKO KWK ZW SERIES
Ceiling chests in 2-pipe or 4-pipe design  
for installation into false ceilings

Ceiling chests  
Unit type KWK 125 ZW KWK 165 ZW KWK 205 ZW KWK 255 ZW KWK 305 ZW KWK 355 ZW KWK 455 ZW KWK 535 ZW KWK 595 ZW
In 2-pipe or 4-pipe design 1664300 1664310 1664320 1664330 1664340 1664350 1664360 1664370 1664380

Accessories  
Regulation
Precision room temperature controller RR-21 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396
Room temperature controller RR-22 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397
Room temperature sensor for RR-21 and RR-22 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1
Flow temperature sensor for RR-21 and RR-22 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1
Switching relay SR-1 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105

Valve assemblies, 2-pipe system
Two-way, horiz. ceiling installation 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025
Three-way, horiz. ceiling installation 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015

Valve assemblies, 4-pipe system
Two-way, horiz. ceiling installation 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045
Three-way, horiz. ceiling installation 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035

Duct connection
Canvas connecting adapter, air inlet 1665100 1665100 1665101 1665101 1665102 1665102 1665103 1665103 1665104
Canvas connecting adapter, air outlet 1665105 1665105 1665106 1665106 1665107 1665107 1665108 1665108 1665109
Duct elbow, air inlet 1665110 1665110 1665111 1665111 1665112 1665112 1665113 1665113 1665114
Duct elbow, air outlet 1665115 1665115 1665116 1665116 1665117 1665117 1665118 1665118 1665119
Flange connection, air inlet 1665140 1665140 1665141 1665141 1665142 1665142 1665143 1665143 1665144
Flange connection, air outlet 1665145 1665145 1665146 1665146 1665147 1665147 1665148 1665148 1665149
Duct piece, 100 mm, air inlet 1665165 1665165 1665166 1665166 1665167 1665167 1665168 1665168 1665169
Duct piece, 100 mm, air outlet 1665150 1665150 1665151 1665151 1665152 1665152 1665153 1665153 1665154
Duct piece, 200 mm, air outlet 1665155 1665155 1665156 1665156 1665157 1665157 1665158 1665158 1665159
Duct piece, 500 mm, air outlet 1665160 1665160 1665161 1665161 1665162 1665162 1665163 1665163 1665164
Telescopic piece 1665170 1665170 1665171 1665171 1665172 1665172 1665173 1665173 1665174
Air inlet grille, including filter, plastic 1665180 1665180 1665181 1665181 1665182 1665182 1665183 1665183 1665184
Air outlet grille, plastic 1665185 1665185 1665186 1665186 1665187 1665187 1665188 1665188 1665189
Air inlet grille, including filter, stainless steel 1665190 1665190 1665191 1665191 1665192 1665192 1665193 1665193 1665194
Air outlet grille, stainless steel 1665195 1665195 1665196 1665196 1665197 1665197 1665198 1665198 1665199

Other accessories
Condensate pump, horizontal 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051
Connecting line, flexible, 100 mm, 2-pipe system 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125
Connecting line, flexible, 200 mm, 2-pipe system 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126
Connecting line, flexible, 100 mm, 4-pipe system 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127
Connecting line, flexible, 200 mm, 4-pipe system 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128
Heating register, 4-pipe system 1665175 1665175 1665176 1665176 1665177 1665177 1665178 1665178 1665179
Fault message module SB-1 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506
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Zweiwege-Ventilbaugruppe, 
2-Leiter-System

Zur Regelung des Mediumvo-
lumenstromes im Kühl- oder 
Heizbetrieb.

Dreiwege-Ventilbaugruppe, 
2-Leiter-System

Zur Regelung des Mediumvo-
lumenstromes im Kühl- oder 
Heizbetrieb.

Dreiwege-Ventilbaugruppe, 
4-Leiter-System

Zur Regelung des Mediumvo-
lumenstromes im Kühl- und 
Heizbetrieb.

Zweiwege-Ventilbaugruppe, 
4-Leiter-System

Zur Regelung des Mediumvo-
lumenstromes im Kühl- und 
Heizbetrieb.

Flansch-Anschluss, Lufteintritt

Zur Verbindung mit bauseitigen 
Kanal-Komponenten.

Flansch-Anschluss, Luftaustritt

Zur Verbindung mit bauseitigen 
Kanal-Komponenten.

Lufteintritts-/Luftaustrittsgitter

Aus Kunststoff, mit feststehen-
den Lamellen.

Kondensatpumpe, horizontal

Zum Abführen des anfallenden 
Kondensates.

Ceiling chests  
Unit type KWK 125 ZW KWK 165 ZW KWK 205 ZW KWK 255 ZW KWK 305 ZW KWK 355 ZW KWK 455 ZW KWK 535 ZW KWK 595 ZW
In 2-pipe or 4-pipe design 1664300 1664310 1664320 1664330 1664340 1664350 1664360 1664370 1664380

Accessories  
Regulation
Precision room temperature controller RR-21 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396 1611396
Room temperature controller RR-22 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397 1611397
Room temperature sensor for RR-21 and RR-22 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1 1611380-1
Flow temperature sensor for RR-21 and RR-22 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1 1611381-1
Switching relay SR-1 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105 1661105

Valve assemblies, 2-pipe system
Two-way, horiz. ceiling installation 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025 1665025
Three-way, horiz. ceiling installation 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015 1665015

Valve assemblies, 4-pipe system
Two-way, horiz. ceiling installation 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045 1665045
Three-way, horiz. ceiling installation 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035 1665035

Duct connection
Canvas connecting adapter, air inlet 1665100 1665100 1665101 1665101 1665102 1665102 1665103 1665103 1665104
Canvas connecting adapter, air outlet 1665105 1665105 1665106 1665106 1665107 1665107 1665108 1665108 1665109
Duct elbow, air inlet 1665110 1665110 1665111 1665111 1665112 1665112 1665113 1665113 1665114
Duct elbow, air outlet 1665115 1665115 1665116 1665116 1665117 1665117 1665118 1665118 1665119
Flange connection, air inlet 1665140 1665140 1665141 1665141 1665142 1665142 1665143 1665143 1665144
Flange connection, air outlet 1665145 1665145 1665146 1665146 1665147 1665147 1665148 1665148 1665149
Duct piece, 100 mm, air inlet 1665165 1665165 1665166 1665166 1665167 1665167 1665168 1665168 1665169
Duct piece, 100 mm, air outlet 1665150 1665150 1665151 1665151 1665152 1665152 1665153 1665153 1665154
Duct piece, 200 mm, air outlet 1665155 1665155 1665156 1665156 1665157 1665157 1665158 1665158 1665159
Duct piece, 500 mm, air outlet 1665160 1665160 1665161 1665161 1665162 1665162 1665163 1665163 1665164
Telescopic piece 1665170 1665170 1665171 1665171 1665172 1665172 1665173 1665173 1665174
Air inlet grille, including filter, plastic 1665180 1665180 1665181 1665181 1665182 1665182 1665183 1665183 1665184
Air outlet grille, plastic 1665185 1665185 1665186 1665186 1665187 1665187 1665188 1665188 1665189
Air inlet grille, including filter, stainless steel 1665190 1665190 1665191 1665191 1665192 1665192 1665193 1665193 1665194
Air outlet grille, stainless steel 1665195 1665195 1665196 1665196 1665197 1665197 1665198 1665198 1665199

Other accessories
Condensate pump, horizontal 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051 1665051
Connecting line, flexible, 100 mm, 2-pipe system 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125 1665125
Connecting line, flexible, 200 mm, 2-pipe system 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126 1665126
Connecting line, flexible, 100 mm, 4-pipe system 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127 1665127
Connecting line, flexible, 200 mm, 4-pipe system 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128 1665128
Heating register, 4-pipe system 1665175 1665175 1665176 1665176 1665177 1665177 1665178 1665178 1665179
Fault message module SB-1 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506 1611506
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Klima- und Wärmetechnik
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REMKO QUALITY WITH SYSTEMS
Climate | Heating | New energies

Phone  +49 (0) 5232 606-0 
Fax +49 (0) 5232 606-260

E-mail  info@remko.de 
Internet  www.remko.de

Hotline within Germany 
+49 (0) 5232 606-0

International hotline 
+49 (0) 5232 606-130


